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Section 2  -  Product 

2.1  Fox Bock ICF Wall System Products 

2_1b 90: 4”, 6”, 8” ,10” and 12” 

2_1d Taper Top: 6” and 8” 

2_1a Straight: 4”, 6”, 8”, 10’, and 12” 

2_1c 45: 4”, 6” and 8” 

2_1f T-Block: 6” and 8” 2_1e Corbel: 6” and 8” 

2_1g Radius Block:  
6” @ 5’, 6’, 7’, 8’, 9’ or 10’ 

2_1h 4” Extension 
Works with all sizes 

2_1i4” Block end view 

2_1j 6” Block end view 

2_1k 8” Block end view 

2_1l 12: Block end view 

2_1k 10” Block end view 



2.2  Accessory Products 
 

Contractors have asked for a wire clip to secure their Fox Block jobs together, so the 
team at Fox Blocks went to work designing one. The Fox Block plastic ties are           
engineered to be perfectly balanced, spaced at 8” o.c. horizontally and vertically. This 
allowed us to put all of our design into one wire clip, as single part to order and use, 
simplicity 
 
 

 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 

Using the Fox Block HV Clip eliminates the need for truss wire completely on your jobs. The result is that 
for about 1/2 the cost, and less labor installing the truss wire you will get a stronger and straighter job. 
 
 
 

8” 

The Fox Block HV Clip has been 
Engineered with eight bends     
allowing one clip to work            
Horizontally or Vertically 

Vertical Clips in place Horizontal Clips in place 

Fox Block HV Clip positions 

Note:  You can off-set the HV Clip a notch or two for 
an even tighter fit if needed 

 

 

 

 

 

 

 

 

HV Clip Placement 
 
Bottom row: 

Horizontally across every joint   

 

Corners: 

Horizontally across each joint  

Vertically on first ties  

 

Top Row: 

Horizontally across every joint  

Vertically on second tie from every joint  

 

Openings: 

Vertically up wall on each side of openings 

 

Budget: 

One box for every 150 block ordered 

One box = 250 Fox Block HV Clips 



2.3 Customer Service and Support 
 
Fox Blocks ICF provides a wide range of services for our customers.  Please visit our website 
www.foxblocks.com  for full information on Fox Blocks ICF.   
 
Sales: 
 

Please see our website, www.foxblocks.com for Fox Team and Local Dealers 
 
Training: 
 

Fox Blocks ICF provides installer training at our corporate headquarters in Omaha, NE, 
as well as other locations in North America.  Please see our website, 
www.foxblocks.com for regional training programs. 

 
Technical Support: 
 

The Fox Blocks website has extensive technical information on Fox Block ICF.  If you 
cannot find the information needed on the website please contact your Fox Blocks      
distributor, or Fox Blocks Regional Sales Manager. 
 

Important Customer Service contact information: 
 
 Customer Service  Brenda Walther 1-402-408-5189 
 Manager      bwalther@airliteplastics.com 
 
  
 
 
 



2.4 Manufacturing Locations 
 
2.4.1 Manufacturing locations for Fox Blocks ICF 
 
Corporate Offices and Midwest US manufacturing location: 
 

Airlite Plastics Co. 
6110 Abbott Drive 
PO Box 9400 
Omaha, NE 
USA  68110 

 
Southeast US manufacturing location:  Northeast US manufacturing location: 
 

Cellofoam North America Inc.   POLYFOAM Corporation 
11237 Astronaut Blvd.    2355 Providence Road 
Orlando, FL     P.O. Box 906 
USA 3837      USA 01534 

 
Northwest US & Western Canada manufacturing locations 
 

FMI-EPS, LLC     FMI-EPS, LLC 
9456 North McGuire Road   280 Rose Street 
Post Falls, ID     Jerome, ID 
USA 83854     USA 83338 

  
Southwest US manufacturing location Rocky Mountains US manufacturing location 
 

APTCO, LLC     Tegrant Corp. 
31381 Pond Road     1100 Garden of the Gods Road 
McFarland, CA     Colorado Springs, CO 
USA 93250     USA 80907 

 
Eastern Canada 
 

Polymos 
150 5E Boul 
Terrasse-Vaudreuil, QC 
Canada 
J7V 5M3 
 

 
 
 
 
 
 
 
 
 



 2.5  Packaging and Shipment 



2.6  Fox Blocks ICF Training 
 

Fox Blocks offers one day installation training courses that includes the following: 
 

- When and how to use Fox Blocks ICF’s 

- Proper crew sizing 

- Alignment of walls 

- Estimating 

- Openings 

- Bracing  

- Concrete placement and consolidation 

 
Upon completion of this one day training and test the attendee will be mailed a wallet 
card showing that they have successfully completed the Fox Blocks Training. 
 
 
 
 
 
 
 
 
 
 
 
 
For information of upcoming trainings please watch www.foxblocks.com  

 
 
 



2.7 Product Warranty 

LIMITED PRODUCT WARRANTY 
FOX BLOCKS INSULATED CONCRETE FORM WALL SYSTEMS 

 
 

Fox Blocks insulating concrete form wall systems and components (the “product”) are 
warranted to be free from defects and materials in workmanship which cause the product not 
to perform as set forth in the product manual existing at the time of the sale of the product.  
This warranty extends only to original purchasers of the product and applies only if the product 
is handled, stored, transported, and installed in accordance with applicable Fox Blocks        
installation manuals, other applicable instructions or guidelines published by Fox Blocks, and 
applicable building codes.  This warranty is effective only if Fox Blocks receives written notice 
within 30 days after the first discovery of a defect but in no event later than 365 days after the 
date of shipment of the product. 
 
 

Fox Block’s liability, and the warranty claimant’s sole and exclusive remedy for alleged 
defects in the materials or manufacturing of product, shall be limited to the replacement of an 
equivalent amount of allegedly defective product, or a refund of the invoice price charged and 
paid for the allegedly defective product, as Fox Blocks may in its sole discretion elect.  In no 
event shall Fox Blocks be liable for any consequential or incidental damages, losses, costs, or 
expenses of any kind (including, by way of example, but not limited to, loss of profits, loss of 
value to structures, labor to replace allegedly defective product or to reinstall conforming    
product, injury to credit, reputation or goodwill, and exemplary or other similar damages)      
directly or indirectly resulting from any alleged breach of warranty contained herein.  No other 
person or entity has any authority to bind or assume on behalf of Fox Blocks any other liability, 
affirmation, undertaking, representation or warranty in connection with the sale or use of     
product except as stated herein.  No further warranty is expressed or implied that is not      
specifically set forth herein. 
 
 

THIS WARRANTY EXPRESSLY EXCLUDES, DISCLAIMS, AND IS IN LIEU OF ALL 
OTHER WARRANTIES,  EXPRESSED,  IMPLIED,  STATUTORY,  WRITTEN OR ORAL.      
EXCEPT  AS  EXPRESSLY  SET  FORTH  HEREIN,  FOX  BLOCKS  MAKES  NO                  
REPRESENTATIONS OR WARRANTIES OF ANY KIND, EXPRESSED OR IMPLIED, IN 
FACT  OR  IN  LAW,  INCLUDING,  BUT  NOT  LIMITED  TO,  THE  WARRANTIES  OF       
WORKMANLIKE QUALITY, MERCHANTABILITY AND FITNESS FOR A PARTICULAR 
PURPOSE, WHICH WARRANTIES ARE HEREBY EXPRESSLY DISCLAIMED TO THE 
FULLEST EXTENT     ALLOWED BY APPLICABLE LAW. 
 
 

The foregoing is the complete and exclusive statement of the terms of warranty of Fox 
Blocks for its product.  In the event the remedies set forth herein should be found to have failed 
their essential purposes or are otherwise found to be unenforceable, in no event shall Fox 
Blocks’ liability, nor shall a claimant’s damages, exceed the actual purchase price paid for the 
product. For purposes of this limited product warranty, “Fox Blocks” means the division of     
Airlite Plastics Co. that produces product; Airlite Plastics Co.; and any and all subsidiaries and 
affiliates of Airlite Plastics Co. 
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